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Cell 

Weight 

Dimensions 

Cable Cross Section Size 

No.ofcells 

Junction Box 

Connector 

Mon o 

31.8kg 

2278±2mmxll34±2mmx30±lmm 

4mm2 (IEC). 12 AWG(UL) 

144(6x24) 

IP68 , 3 diodes 

QC 4.10-351/ MC4-EVO2A 

Mounting holes 
8 places v 

� 

Cable Length 
{lncluding Connector) 

Po rtra i t, 300mm(+)/400mm(-); 
L ands ca pe, 1300mm(+)/1300mm(- )  

I f-+-+--+--+--+--< I 

Longframe 

Remark, customized frame color and cable length available upon request 

Front Glass/Back Glass 

Packaging Configuration 

2.0mm/2.0mm 

36pcs/Pallet, 720pcs/40ft Container 

� ELECTRICAL PARAMETERS AT STC 

1YPE JAM72D30 JAM72D30 JAM72D30 JAM72D30 JAM72D30 JAM72D30 
-535/MB -540/MB -545/MB -550/MB 

Rated Maximum Power(Pmax) [W] 535 540 545 550 

Open CircuitVoltage(Voc) M 49.45 49.60 49.75 49.90 

Maximum PowerVoltage(Vmp) M 41.47 41.64 41.80 41.96 

Short Circuit Current(lsc) [A] 13.79 13.86 13.93 14.00 

Maximum PowerCurrent(lmp) [A] 12.90 12.97 13.04 13.11 

Module Efficiency [%] 20.7 20.9 21.1 21.3 

Power Tolerance o-+5w 

Temperature Coefficient of lsc{a_lsc) +0.045%/C 

Temperature Coefficient ofVoc{l3_Voc) - 0.275%/C 

Temperature Coefficient of Pmax{y_Pmp) - 0.350%/ C 

-555/MB -560/MB 

555 560 

50.02 50.15 

42.11 42.27 

14.07 14.14 

13.18 13.25 

21.5 21.7 

STC lrradiance 1000W/m 2
, cell temperature 25 C, AM1.5G 

Remark, Electrical data in this catalog do not refer to a single module and they are not part of the offer.They only serve for 
comparison among different module types. 

,4. ELECTRICAL CHARACTERISTICS WITH 10% SOLAR IRRADIATION RATIO 

1YPE JAM72D30 JAM72D30 JAM72D30 JAM72D30 JAM72D30 JAM72D30 
-535/MB -540/MB -545/MB -550/MB -555/MB -560/MB 

Rated Max Power(Pmax) [W] 572 578 583 589 594 599 

Open CircuitVoltage(Voc) M 49.80 49.93 50.03 50.21 50.31 50.45 

Max PowerVoltage(Vmp) M 41.47 41.65 41.78 41.95 42.11 42.26 

Short Circuit Current(lsc) [A] 14.76 14.83 14.91 14.98 1505 15.13 

Max Power Current{lmp) [A] 13.80 13.88 13.95 14.03 14.10 14.18 

NOCT 10% 

"For Nextracker installations, maximum static load please take compatibility approve letter between JA Solar and 
Nextracker for reference. 

"'Bifaciality=Pmax,rear/Rated Pmax,front 

� CHARACTERISTICS
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- SUPERIOR WARRANTY

0.45% Annual D egrada tion Over 30 yea rs 

10 15 20 25 30 

Bifacial double glass module linear power warranty 

• Standard module linear power warranty

,cĚ} OPERATINC CONDITIONS 

Maximum System Voltage 1500VDC 

Operating Temperature -40°C-+85°C 

Maximum Series Fuse Rating 30A 

Maximum Static Load,Fronť 5400Pa(ll21b/ft2) 

Maximum Static Load,Back* 2400Pa(501b/ft2) 

NOCT 45±2°C 

Bifaciality** 70%±10% 

Fire Performance UL Type29 
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