
SPECIFICATIONS

SHENZHEN GROWATT NEW ENERGY CO.,LTD       
12/F, Building A, Sino-German(Europe) Industrial Park, Hangcheng Ave, Guxing Community, Xixiang Subdistrict, Bao'an District, Shenzhen, 
China W: www.growattportable.com        E: marketing.pps@growatt.com

Features Descriptions

Short Circuit Current

Total Weight: Approx

Unfolded Dimensions

Folded Dimensions

Open Circuit Voltage

Warranty Period

Rated Power

Battery

General

Output Circuit Voltage

Cell Type

Interface Type

24V(Vmp 22.8V)

10.46A (Imp 9.93A)

21.16V(Vmp 19.15V)

Approx. 7.0kg (15.4lbs)

2270*540*25±5mm(92*21.2*1.0±0.2in)

603*540*25±5mm(23.7*21.2*1.0±0.2in)

12 Months

100W(+/-10W)

Monocrystalline Silicona

MC4

Output Circuit Current 9.92A(Imp 9.42A)

One Hub For All Your Needs

200W Solar Panel

Potalitity200W

High solar input makes your 
charging more efficient

IP67

Ip67 water resistance rating 
makes it more durable

Lightweight 
& foldable

MC4

Universal and work with 
most third-party devices

Fold Stand

Mc4 
Connector
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