


























We recommend cleaning the glass surface of the module with a clear water-netted sponge. Do not clean modules with a 

detergent containing acid or alkali. Do not clean modules with a hair brush or other rough surface tools. 

We recommend cleaning modules in the early morning or late afternoon or other periods of time when the light is weak and 

the module temperature is comparatively lower. 

Method A: High pressure water cleaning 

Water quality requirement 

■ PH:6-8

■ Water hardness - calcium carbonate concentration:<600mg/L;

■ Recommended use of soft water cleaning;

■ Recommended maximum water pressure is 4MPa(40bar)

Method B: Compressed air cleaning 

■ Air pressure cleaning is recommended when cleaning soft

stains (like dust) on modules. This technique can be applied

os long os the on-site cleaning effect is good enough.

Method C: Wet test cleaning 

Water 

Dust-free 
gloves 

Absolute ethtl 
alcohol 

Dust-free 
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■ lf there is too much stain on the surface of the module, iť s recommended to carefully use on insulating brush, sponge or

other soft cleaning tool.

■ Ensure that ony brushes or agitating tools are mode of insulating material to minimize the risk of electric shock and that

they do not scratch the glass or aluminum frame.

■ For oil stains, it' s recommended to use on environmentally friendly cleaner.

Method D: Robot cleaning 

■ lf the cleaning robot is used for dry cleaning, the brush material is required to be soft plastic, so that the glass surface and

aluminum alloy frame of the module will not be scratched during and after cleaning.

9.2 Visual checks of the modules 

Visually checks for visual defects on modules, such os: 

■ Whether the module glass is broken;

Whether the back cover of the module is cracked or otherwise abnormal;

Whether the junction box is damaged or the cable is broken;

Whether the module is shaded by foreign matter or shadows;
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Check whether the bolts fixing the module to the racking are loose or corroded and adjust or replace them if necessary;

Check whether the modules are well-grounded;

9 .3 Checks of connectors and cables 

lt is recommended to perform preventive examinations every six months, such os: 

■ Whether the connectors are properly sealed and the cables are properly fastened;

Whether the sealant of the junction box is cracked.

9.4 AIKO Technical Support 

ln order to request Technical Support: 

■ Collect evidences of the issue os (a) photos and (b) measurements

Be prepared to show the purchase invoice and module serial number

Contact your lnstaller.
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